K6CM files download

File Name:
Setup_K6CM_V1310
Description:

Software upgrade of Motor Condition Monitoring tool. The Motor Condition Monitoring tool can be found
in the CD delivered together with the K6CM

Update:
Ver.1.3.1, November 2, 2020
Installation Procedure [close]

1. Download the installation zip file to your PC.
2. Unzip the file.
3. Run the setup.exe in the unzipped folder and the installation will start.

System requirements

Compatible OS Windows7(32bit/64bit), Windows8.1(32bit/64bit),
(required system) Windows10(32bit/64bit)

CPU 1 GHz or more, 32 bit or 64 bit processor

Memory 1 GB or more, or 2 GB or more (in the case of 64 bits)

Display 1024 x 768 (XGA), High Color 16 bit or more
HDD 16 GB or more, or 20 GB or more (in the case of 64 bits)

Communications port Ethernet Port
Precautions Administrator authorization is required for installation.
File Name:

FB_EN_K6CM_Read_V1_2 0
Description:

The function block can read the internal data of the K6CM using the NJ/NX series.
The function block is in the library of the sample program for the NJ/NX series.

Please note that this Function Blocks is not for the Sysmac Library software.
Update:

Ver.1.2.0, May 7, 2020


https://www.ia.omron.com/product/tool/k6cm/k6cm_monitoringtool/download.html#textinst

File Name:

SampleProgram_V1 2 0

Description:

This is a sample program for monitoring the motor condition using the NJ/NX series Controller.

This sample program includes Function Block in the library file. Please note that this Function Block is not
for the Sysmac Library software.

Update:

Ver.1.2.0, May 7, 2020



