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Disclaimer  
The information and specifications described in this manual are subject to change without notice.  

Latest Manual Version or Technical Support 
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region from the Global Network panel on the right side of the screen.  
Omron Microscan Systems, Inc.  
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Errors and Error Messages 
Factory calibration settings must be restored if any of the following errors or error messages 
occur while operating the LVS-95XX software.   

The steps in this document guide you through restoring factory calibration settings using the LVS-
95XX installation media supplied with your system purchase. If you do not have the original LVS-
95XX installation media, contact your local Omron distributor or Omron Technical Support for 
assistance.  
 

 
 
 

 
 

 
 
 
 
 
 
 
 
 

 

 
 

Follow the steps below if any of the above errors or error messages occur while operating the 
LVS-95XX software.  

1. The procedures in this document require you to identify certain folders, files, and file type 
extensions. To ensure all folders, files, and file type extensions are displayed on your 
computer:    

Error 1 

Error 2 Error 3 
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a. Click the “File” tab and select Options. 
 

 

b. The Folder Options dialog will be displayed. Select the “View” tab. 

 Select Show hidden files, folders, and drives.  

 Uncheck Hide extensions for known file types. 

 Click “Ok.”  All files, folders, drives, and file type extensions now appear in 
Windows Explorer. 
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2. Log on to the LVS-95XX software. Click the “Archive” tab, and then click the “Change 
SQL connection” button.  

 

3. Make a note of the “Data Source” path; you will access this path in an upcoming step.   

 
4. Close the LVS-95XX software and make sure all other computer programs and windows 

are closed.  
5. Insert the LVS-95XX installation media supplied with your system into your computer. 
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6. Click the “Start” button located in the bottom, left corner of the screen, and then click 
“Computer.”  

 
7. Double-click the USB flash media drive (usually the D:\ drive).  
8. Locate the factory .mdb file.   

 
 

If using LVS-95XX software version 3.0.9J or later, right-click on the 8-digit numerical 
.mdb file and select “Copy.”  

9. Click on the C:\ drive and navigate to the path noted in step 3. Example: 
C:\Users\Public\LVS-95XX\LVS-95XX.mdb. Paths differ based on the type of operating 
system.   

10. Right-click on the screen and select “Paste.” The .mdb file (LVS-95XX.mdb or 8-digit 
numerical .mdb, depending on your LVS-95XX software version) is pasted in the folder.   

11. If the 8-digit numerical .mdb is pasted into the folder, rename the file to LVS-95XX.mdb.   
12. Log on to the LVS-95XX software. Verify that the software calibrates correctly by clicking 

the “Calibration” tab. Place either of the Master Grade barcodes (located on the supplied 
Calibrated Conformance Standard Test Card) into the center of the field of view, ensuring 
that the blue line passes through the “PASS” portion of the calibration label.  Click 
“Calibrate.” 

Successful calibration is indicated by a green “Calibration OK” message in the bottom, 
right corner of the screen (see example image below).  Proceed with step 13.  
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Failed calibration is indicated by a red “Calibration Needed” message. If calibration fails, 
contact your local Omron distributor or Omron Technical Support.  

 
 

13. Verify that the software grades correctly by following the steps below:  

 With the Calibrated Conformance Standard Test Card in the field of view, click 
the “Grading” tab.   

 Grade the barcode image by drawing a box around the PASS portion of the 
barcode, ensuring enough space for the quiet zone.   

 Verify that the “Overall grade” and barcode parameters are shaded green 
(indicating a passing grade); this is an indication that grading works correctly.  

Note: Refer to the “Grading tab” section in the “LVS-95XX Series Barcode 
Quality Station Operations Manual” (electronic copy located on the installation 
media) for detailed steps on grading barcodes.  
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14. If any of the above steps fail to work correctly, contact your local Omron distributor or 

Omron Technical Support. 
 




